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EXCAVATION CONTROL

This Variance/Field Change Nouce (V/FFCN) documents the collection of surface grab samples for benzo(a)pyrene analysis in the Solid Waste
Landfill (SWL) at the design grade at mean sea level (MSL) 570. The samples will be collected on the western half of the excavation floor and
sidewalls MSL 570. See Figure 1 for the approximate area to be sampled. Coordinate with the Construction Lead for the exact location of the
area. '

The excavation floor will be divided into a 20” X 20" grid and a location will be marked at the center of each block. A minimum of 2 locations
at representative spacing will be marked on the floor. All of the sidewalls surrounding the sample locations on the floor will be sampled.
Sample locations will be marked every 20 on each si2€wa]l within 0-4” of the floor. A minimum of 1 location per sidewall 1s required. At
each location 1 sample will be collected for U’ETAL B), which will be analyzed at an offsite laboratory. These samples will be taken
in accordance with the PSP. See Attachment 1 for the Sampling and Analytical Requirements.

The first sample taken shall be AGEC-SWL-DG-17S.
Where:
"A6EC = Area 6 Excavation Control
SWL = Solid Waste Landfill
DG = Design Grade
1 = first consecutive location number _
~ - distinguishes between the location identifier and the analysis type identifier
S = semi-volatiles ‘

Approximately 65 samples will be collected during this sampling event.
Surveying required: Yes

Field QC samples required: No

Field data validation required: Yes

Analytical data validation required: No

Justification:

The excavation on the western half of the SWL was driven by above-FRL benzo(a)pyrene to the MSL of 570, therefore physical sampling is
necessary to ensure that all of the above-FRL benzo(a)pyrene has been removed.  Per Section 3.2.2.2 physical sampling is required at MSL
570 for benzo(a)pyrene and per Section 4.5 the collection of physical samples will be documented with a V/FCN.
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ATTACHMENT 1
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TAL 20600-PSP-0005-B
COMPONENT MDL
Benzo(a)pyrene 0.2 mg/kg
SAMPLING AND ANALYTICAL REQUIREMENTS
Analyte Sample Lab ASL TAT* Preservative Holding Time Container Sample
y Matrix g Volume/Mass
TAL B Solid Offsite B 3day | Cool4degreesC| 14 days g'asﬁr:’:;h”geﬂon 304

* This TAT signifies when the data is due back to the project, irrespective of data entry into the database.
All subsequent batches are due in 1 day increments. -
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